
ADDENDUM 2 – APPENDIX A - TECHNICAL SPECIFICATIONS – WINDOW COVERINGS (BLINDS) 
RFQ 98745 ARLINGTON EAST WRF ADMINISTRATION BUILDING STOREFRONT WINDOW UPGRADE 

Page 1 of 3 
 

Timber SolarVue Solar Shade - Blocks 90 Percent of Light 

P28 Swatch – SolarVue SW 2710 Oyster/Charcoal 

Our Timber SolarVue 10% Openness shades (Blocks 90% of 

Light) while still providing unobstructed views of the areas 

surrounding your home. SheerWeave fabrics are designed to 

provide high performing solutions to the sun’s harsh rays. 

Timber's broad range of sun control fabrics reduce solar heat 

gain, protect against damaging UV and improve the comfort 

of any interior space. Suitable for the home, office, business, 

hospitality, healthcare, education, government and retail 

locations SheerWeave fabrics are durable and easy to 

maintain. Quality made in the United States, SheerWeave 

fabrics are the perfect complement to any decor. These solar 

shades are class A fire rated, GREENGUARD certified, 

certified for children and school use and bacteria, mold, and 

fungal resistant. Timber Blinds and shades also come with a 

lifetime warranty.  

Also available in motorized! Otto Home Control motorized 

systems take convenience to a whole new level. With a range of options like rechargeable, Li-ion battery 

power that lasts up to 500 up/down operations in a single charge to a wi-fi bridge that allows you to 

control your shade using your smartphone, motorized window coverings have never been more 

innovative and easy to use. Simply call or email us for a customized quote! 

FEATURES 

 Over 30 Colors Available 

 Slim Design makes these shades perfect for doors 

 Superior protection from harmful UV Rays that may damage home furnishings and flooring 

 Ideal for both Commercial and Residential applications 

 Slim Design makes these shades perfect for doors 

 Superior protection from harmful UV rays that may damage home furnishings and flooring 

 Greenguard and Microban certified, flame retardant and Energy Saving  

 Lifetime Warranty and Free Shipping 

  

Specifications: 

 Minimum width: 9" 

 Maximum width: 120"  

 Maximum Height: 144" 

 Approximately 3/4" Light Gap on each side 

 Cassette Valance Maximum Width 96" 

 No Valance Minimum Depth Required 3/4" 

 No Valance Minimum Depth Required for flush mount 2 1/2" 

 Cassette Minimum Depth Required 1 1/8" 

 Cassette Minimum Depth Required for Flush Mount 3" 

 Fascia Minimum Depth Required 1 1/8" 
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 Fascia Minimum Depth Required for Flush Mount 3 1/2" 

 Series Sheerweave 2360 Fabric Width 98", can be railroaded 

 Series Sheerweave 2710 Fabric Width 98", can be railroaded 

 Series Timber E Screen Fabric Width 122", can be railroaded 

 Series Sheerweave Eco 4100  Fabric Width 98", can be railroaded  

 While most fabrics in this category have widths between 98" and 126" some fabrics may be 

railroaded.  Railroading material is when the shade material width is cut from the length of the material off 

the bolt and the height of the shade is cut from the roll width of the material bolt. A shade must be 

railroaded if the shade width is wider that the material roll width. 

Solar shade fabrics are available in several levels of openness. Openness simply refers to how tight the 

weave is, which directly reflects the amount of light that is let in through the fabric. A low openness factor 

means that the fabric is more tightly woven and there will be less visibility through the shade with a higher 

degree of light control.  A high openness factor features a looser weave and therefore greater visibility. 

Light Gaps    Please note that the actual fabric/material for roller/solar shades will measure approximately 

1 1/4"-1 5/8" less to allow space for shade brackets, clutch and lift controls.   The finished shade width 

from bracket to bracket will be the width ordered within 1/8". 
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